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Technische Änderungen 
         vorbehalten

Besonderheiten
Schalengröße: 125/250/500g 
Leistung: bei 125 g 16 - 20 Stück / min

     bei 250 g 14 - 18 Stück / min
                bei 500 g   8 - 12 Stück / min

- Ausgang für Verleseband
- Ausgang Trichtervollmeldegeber
- Schalenerkennung

Technische Daten
Höhe Einfülltrichter: 1100 mm
Höhe des Rundschalttisches: ca. 750 mm
Durchmesser: 980 mm / für 11 Schalen
Breite: ca. 1000 mm
Länge: ca. 1500 mm
Versorgung: 230 Volt
Gewicht: ca. 120 kg

  

Die neue ADS-80/1 Dosieranlage, mit Rundschalttisch, ist speziell für 
Beerenobst, Steinobst und lose schüttbare Güter entwickelt worden. Das 
Schüttgut wird vom Trichter über das Dosierband direkt in die Schale eindosiert. 
Dadurch werden große Fallhöhen vermieden, und es wird eine sehr hohe 
Dosiergenauigkeit erzielt.

Zu den Bildern: ADS 80 Dosieranlage mit Rundtisch für Schalen                                     

        ADS-80/1 Heidelbeeren 
                     mit Rundschalttisch            

Eingabeterminal für Dosiersteuerung 
Es können Produkte von 100 - 500 g programmiert werden.                
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Subject to technical 
          change

Main characteristics
Tray Size: 125/250/500g 
Throughput: for 125 g: 16 - 20 trays/min
                    for  250 g: 14 - 18 trays/min
                    for  500 g:   8 - 12 trays/min

- Gate to sorting conveyor
- Exit for funnel fill level transmitter
- Tray identifier

Technical details
Height of funnel: 1100 mm
Height of rotary table: 750 mm
Diameter of rotary table: ca. 980 mm 
   (for 11 trays outlet)
Width: ca. 1000 mm
Lenght: ca. 1500 mm
Voltage: 230 Volt
Weight: ca. 120 kg

The new ADS-80/1 Dosing System with a Rotary Table is designed for soft fruit, 
stone fruit and other bulk goods. The bulk goods get funneled  and conveyed via 
conveyor belt directly into fruit trays, which are located on a weighing unit. This 
unit dynamically triggers the whole conveyor and dosing process.  With this, 
unfavourable drop heights can be avoided, and very precise weighing and 
dosing can be realized.

ADS 80.1 Dosing System with Rotary Table for fruit trays                                         

        ADS-80/1  Blueberries 
                     with Rotary Table System            

Input Device for Dosing Process Control. 
Products from 100 - 500 g can be handled.                


